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7 Section 7: Land-to-Water 

7.1 Introduction 
Phase 6 of the Chesapeake Bay Program 

ǇŀǊǘƴŜǊǎƘƛǇΩǎ ²ŀǘŜǊǎƘŜŘ aƻŘŜƭ όtƘŀǎŜ сύ 

has the overall structure shown in Figure 

7-1.  Land-to-water factors represent the 

effect of transport processes prior to 

delivery to streams.  As discussed in 

Section 1, nutrient land simulation 

targets do not represent edge-of-field 

(EOF) nutrient export, but rather the 

average edge-of-stream (EOS) nutrient 

export, without regard to variation in 

nutrient delivery.  In Phase 6, the 

variation in delivery due to watershed 

setting is represented by land-to-water 

factors, calculated based on USGS 

Spatially Referenced Regression on 

Watersheds (SPARROW) simulations of the Chesapeake Bay Watershed (Ator et al 2011).  Since the 

average loads already represent EOS-scale nutrient loads, the weighted average for all land-to-water 

factors is constrained to equal one.  The RUSLE-based sediment loads described in Section 2, in contrast 

to nutrients, represent sediment mobilization at the field scale.  The land-to-water processes for 

sediment represent hillslope transport that connect the field-scale losses with the EOS and are therefore 

true sediment delivery ratios that decrease the total sediment flux by roughly an order of magnitude. 

Previous versions of the CBP Watershed Model did not have externally-calculated land-to-water factors.  

Prior to Phase 5, spatial differences in land use loading rates were calibrated based on fewer than 20 

water quality monitoring stations that aggregated many land uses and watersheds.  In Phase 5, spatial 

ŘƛŦŦŜǊŜƴŎŜǎ ƛƴ ƭƻŀŘƛƴƎ ǊŀǘŜǎ ǿŜǊŜ ǎǇŜŎƛŦƛŜŘ ōȅ ŀ ŎŀƭƛōǊŀǘŜŘ ΨǊŜƎƛƻƴŀƭ ŦŀŎǘƻǊΩ ǘƘŀǘ ŀǇǇƭƛŜŘ ǘƻ ŀƭƭ ƭŀƴŘ ŀōƻǾŜ 

a given monitoring station.  These regional factors did not have explanatory power aside from matching 

ƻōǎŜǊǾŜŘ ǿŀǘŜǊ ǉǳŀƭƛǘȅ ŘŀǘŀΦ  ¢ƘŜ /.t ǇŀǊǘƴŜǊǎƘƛǇ ǇǊƛƻǊƛǘƛȊŜŘ ǊŜƳƻǾŀƭ ƻŦ ǘƘŜ tƘŀǎŜ р ΨǊŜƎƛƻƴŀƭ ŦŀŎǘƻǊǎΩ ƛƴ 

favor of factors that were explainable based on observable properties of the watershed.  In the Phase 6 

Watershed Model, the land-to-water factors replace the regional factors with values that vary according 

to watershed properties.  The Phase 6 land-to-water factors follow similar spatial patterns as the Phase 

5 regional factors, but with much greater explanatory power and on a finer scale. 

As discussed in Section 1, the multiple modeling approach permits Phase 6 to represent processes on a 

finer scale than previous versions of the Watershed Model.  Table 7-1 provides an overview of the 

transport processes for nutrients and sediment represented in Phase 6.  Groundwater effects are 

included in the transport processes for nitrogen.  Because of the key role SPARROW plays in determining 

the land-to-water factors and the delivery factors for nutrients and sediment in small streams discussed 

in Section 9, this section will open with an extended discussion of SPARROW, before turning to the land-

to-water factors themselves.  

Figure 7-1: Phase 6 model structure 
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Table 7-1: Transport Processes Represented in the Phase 6 Watershed Model 

Process Phase 6 Nutrients Phase 6 Sediment  

Edge-of-Field 

Average loads + input load variability + land-
to-water factors 

RUSLE estimates 

Hillslope Interconnectivity factors 

Groundwater NA 

Small Stream 
SPARROW stream-to-river factors 

Average Streambank Erosion and Floodplain 
Deposition  

SPARROW stream-to-river factors 
Average Streambank Erosion and Floodplain 

Deposition 
Streambank Erosion Due to Impervious 

Cover 

Large River HSPF River simulation HPSF River simulation 

 

7.1.1 Definition of Land-to-Water Factors 
¢ƘŜ ǘŜǊƳ ΨƭŀƴŘ-to-ǿŀǘŜǊΩ Ƙŀǎ ŘƛŦŦŜǊŜƴǘ ƳŜŀƴƛƴƎǎ ƛƴ ǘƘŜ {t!wwh² ƳƻŘŜƭ ŀƴŘ ǘƘŜ tƘŀǎŜ с ²ŀǘŜǊǎƘŜŘ 

aƻŘŜƭΦ  ¢Ƙƛǎ Ŏŀƴ Ŝŀǎƛƭȅ ŎŀǳǎŜ ŎƻƴŦǳǎƛƻƴΣ ǎƻ ƛƴ {ŜŎǘƛƻƴ тΣ ǘƘŜǎŜ ǿƛƭƭ ōŜ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ Ψ{t!wwh² ƭŀƴŘ-to-

water vaǊƛŀōƭŜǎΩΣ Ψ{t!wwh² ƭŀƴŘ-to-ǿŀǘŜǊ ŎƻŜŦŦƛŎƛŜƴǘǎΩΣ ŀƴŘ ΨtƘŀǎŜ с ƭŀƴŘ-to-ǿŀǘŜǊ ŦŀŎǘƻǊǎΩΦ  Elsewhere 

ƛƴ ǘƘŜ tƘŀǎŜ с ŘƻŎǳƳŜƴǘŀǘƛƻƴΣ ΨƭŀƴŘ-to-ǿŀǘŜǊ ŦŀŎǘƻǊǎΩ ǊŜŦŜǊǎ ǘƻ tƘŀǎŜ с ƭŀƴŘ-to-water factors. 

A SPARROW land-to-water variable refers to an input variable with a value that is related to pollutant 

transport by a SPARROW land-to-water coefficient.  For example, in the example of the SPARROW 

model in Section 7.2, groundwater recharge rate is positively related to nitrogen transport.  Areas with 

ƘƛƎƘ ƎǊƻǳƴŘǿŀǘŜǊ ǊŜŎƘŀǊƎŜ ƘŀǾŜ ŀ ƎǊŜŀǘŜǊ ƴƛǘǊƻƎŜƴ ƭƻŀŘΣ ŀƭƭ ŜƭǎŜ ōŜƛƴƎ ŜǉǳŀƭΦ  ΨDǊƻǳƴŘǿŀǘŜǊ ǊŜŎƘŀǊƎŜΩ ƛǎ 

the SPARROW land-to-water variable which is related to transport by a SPARROW land-to-water 

coefficient. 

SPARROW land-to-water variables are centered such that the average value of the variables used to 

estimate the SPARROW equation is zero.  Therefore, the interpretation of a SPARROW land-to-water 

variable combined with a SPARROW land-to-water coefficient is not a delivery factor that reduces load 

through watershed processes.  Rather, it represents the deviation from the average transport.  The 

combined effect of all SPARROW land-to-water variables and coefficients for a particular area is known 

as a Delivery Variance Factors (DVF) as defined by Hoos and McMahon (2009).  The name reflects the 

interpretation as a factor that is an estimate of spatial variability in transport rather than an estimate of 

the transport itself. 

Phase 6 land-to-water factors are DVFs derived from selected SPARROW land-to-water variables and 

constrained such that the weighted average value is equal to 1.  The definition of these terms is revisited 

in Section 7.3. 

Appropriately, the land class average loads described in Section 2 and depicted in Figure 7-1 assume 

average transport conditions to the EOS.  For a given segment, only the product of the input-modified 

average land class load and the Phase 6 land-to-water factors has a physical meaning as the EOS load.   
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7.2 SPARROW 
SPARROW is a non-linear regression model which predicts time-averaged constituent fluxes on the basis 

of reach and catchment attributes.  SPARROW can best be explained by example.  In this case, it is 

convenient to choose the latest version of the SPARROW models of total nitrogen and total phosphorus 

loads in the Chesapeake Bay watershed, CBTN_v4 and CBTP_v4 respectively.  As the model names 

suggest, these are the fourth versions of SPARROW models of the Chesapeake Bay watershed.  Ator et al 

(2011) documents the development of the models and analyzes their results in detail. 

7.2.1 Spatial Structure 
The catchments and reaches used in CBTN_v4 and CBTP_v4 are taken from the National Hydrography 

Dataset Plus (NHDPlus), version 1.1 (Horizon Systems, 2010).  NHDPlus catchments and river reaches are 

delineated at a much finer scale than Phase 6.  Over 80,000 reaches and catchments are represented in 

NHDPlus in the Chesapeake Bay watershed. The average catchment size is about 500 acres.  Figure 7-2 

illustrates the difference in scale between NHD and Phase 6.  It shows the NHDPlus reaches and 

catchments and the Phase 6 land-river segments in Montgomery County, MD.   

The Phase 6 Model uses an overlapping scheme of land segments and river segments.  Land segments 

are generally counties while river segments are watersheds.  Land-river segments are the intersection of 

these two segmentation schemes.  Section 11 describes the Phase 6 segmentation scheme in more 

detail.  Montgomery County is a single land segment in the Phase 6 Model.  Multiple river segments 

overlay the Montgomery County land segment.  The intersection of the single land segment and the 

intersecting river segments are represented in Figure 7-2 as colored regions named for the watersheds 

in the legend.  The darker blue lines show the river Phase 6 reaches represented in the county.  It is clear 

from Figure 7-2 that a single land-river segment may contain just a few NHDPlus catchments or up to 

dozens of NHDPlus catchments. 
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Figure 7-2: Comparison of NHDPlus catchments and Phase 6 Watershed Model land-river segments 

7.2.2 Estimated Equation 
Reach and catchment attributes are the independent variables used in the non-linear regression model 

of nitrogen and phosphorus fluxes in the Chesapeake Bay watershed.  The attributes can be divided into 

three groups: (1) sources of nutrients; (2) attributes which control the transport of sources from land-to-

water; and (3) reach characteristics which determine nutrient losses (aquatic decay) in the reach 

network.  The coefficients that determine the land-to-water factors in Phase 6 are derived only from the 

land-to-water attributes (2). 

The nutrient load in reach i is determined by the following equation (Preston and Brakebill, 1999): 

Equation 7-1: Sparrow 

 

ὒ  ίȟὩ Ὡ ȟ  
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Where: 
Li = load in reach i; 
n,N = source index where N is the total number of considered sources; 
J(i) = the set of all reaches upstream and including reach i, except those containing or upstream of 
monitoring stations upstream of reach i; 

n̡ =estimated source parameter; 
s n,j  = contaminant mass from source n in drainage to reach j; 
ʰ Ґ ŜǎǘƛƳŀǘŜŘ ǾŜŎǘƻǊ ƻŦ ƭŀƴŘ-to-water delivery coefficients; 
Zj = land surface characteristics associate with drainage to reach j;  
ʵ Ґ ŜǎǘƛƳŀǘŜŘ ǾŜŎǘƻǊ ƻŦ ƛƴǎǘǊŜŀƳ-loss parameters (for river reaches); and 
T I,j = channel transport characteristics. 
 
For reservoirs, the term for instream losses takes the following form: 

ρ

ρ z ή
 

Where: 
qi = hydraulic loading rate  
ʴ Ґ ŜǎǘƛƳŀǘŜŘ ŎƻŜŦŦƛŎƛŜƴǘ 
 
The reach and catchment attributes used in CBTN_v4 and CBTP_v4 are shown in Tables 7-2 and 7-3.  

These attributes represent conditions in 2002.  ¢ƘŜ ʰΩǎΣ ʲΩǎΣ ŀƴŘ ʵΩǎ ŀǊŜ ŜǎǘƛƳŀǘŜŘ ǘƘǊƻǳƎƘ ƴƻƴ-linear 

regression.  These parameters are adjusted to minimize the sum of the square differences between 

modeled fluxes and empirically calculated mean annual fluxes.  

7.2.3 Calculation of Fluxes 
The empirically calculated fluxes are determined using the USGS software FLUXMASTER.  FLUXMASTER 

estimates concentrations based on the following linear regression model: 

Equation 7-2: FLUXMASTER 

Ct =  ɹ 0 Ҍ ʴ1*q t Ҍ ʴ2*q2
t Ҍ ʴ3*Tt Ҍ ʴ4*T2

t Ҍ ʴsϝǎƛƴόнˉ¢tύ  Ҍ  ʴcϝŎƻǎόнˉ¢t) + et 

where 

Ct = natural log of concentration at time t; 
qt = natural log of daily average flow at time t; 
Tt = time in years as decimal; 
et = error term; and 
ʴΩǎ Ґ ŜǎǘƛƳŀǘŜŘ ŎƻŜŦŦƛŎƛŜƴǘǎ 
 
FLUXMASTER uses Tobit regression to treat censored concentration values and corrects for 

retransformation bias (in converting back from natural log units) using a method that approximates that 

used in the USGS software LOADEST (Runkle et al, 2004).  FLUXMASTER was used to calculate mean 

annual detrended nitrogen and phosphorus loads, using water quality data from 1994 through 2009. 

Loads were adjusted to reflect mean hydrologic conditions over a 30-year flow period.  Thus, although 
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SPARROW attributes represent watershed conditions in 2002, model loads represent long-term 

conditions centered on that year. 

There were 181 FLUXMASTER load estimates used to calibrate the parameters in the nitrogen model 

and 184 load estimates used in the phosphorus model.  Tables 7- 2 and 7-3 show the estimated 

parameters for the nitrogen and phosphorus models, respectively.    

7.2.4 Nutrient Sources 
There are five sources of nitrogen simulated in the SPARROW CBTN_v4: (1) manure; (2) fertilizer and 

fixation; (3) atmospheric deposition; (4) urban land; and (5) point sources.  All of these sources are 

simulated in Phase 6.  Nitrogen loads from urban land and point sources are explicitly simulated in Phase 

6, while the impact of manure, fertilizer, fixation and atmospheric deposition are simulated through the 

sensitivity of nitrogen export to inputs, described in Section 4. 

The sources of phosphorus in CBTP_v4 are more heterogeneous.  Like CBTN_v4, they include (1) 

manure; (2) fertilizer; (3) urban land; and (4) point sources, but they also include the area underlain by 

(5) siliciclastic rocks and (6) crystalline rocks.  Phosphorus loads from urban land and point sources are 

explicitly simulated in Phase 6, while phosphorus export is impacted by water-extractable phosphorus 

and soil phosphorus storage.  Phosphorus in manure and fertilizer directly influence soil phosphorus 

storage in Phase 6 while and rock type probably implicitly influences the observations of soil storage on 

which the modeled soil storage is based.  Section 3 of this documentation describes the estimation of 

soil phosphorus storage and Section 4 describes the influence the above factors have on phosphorus 

loads. 

7.2.5 SPARROW Land-to-Water Variables 
Four watershed properties control the transport of nitrogen from the sources to the reaches: (1) mean 

enhanced vegetation index (EVI); (2) mean soil available water capacity (AWC); (3) mean groundwater 

recharge; and (4) percent of catchment area in Piedmont carbonate.  All of these variables are log-

transformed before being used in the model.  The EVI provides a measure of nitrogen lost through plant 

uptake.  Soils with higher organic matter and finer texture are expected to have higher values of AWC: 

these soils can be expected to be saturated more frequently and provide reducing conditions which 

enhance denitrification.   Increased groundwater transport, as indicated by groundwater recharge, can 

also be expected to enhance denitrification.  Groundwater transport is particularly dominant in areas 

underlain by carbonate rocks in the Piedmont. 

The CBTP_v4 has four land-to-water watershed variables which control the transport of phosphorus 

from sources to reaches: (1) soil erodibility; (2) percent of well-drained soils; (3) percent of area in the 

Coastal Plain; and (4) mean annual precipitation.  Phosphorus is primarily transported in overland runoff 

and particularly in eroded sediment in runoff.  Higher values of precipitation and soil erodibility indicate 

enhanced phosphorus transport, while a larger percent of well-drained soils (soils in Hydrologic Group 

A) would indicate less runoff and less erosion.  Because phosphorus application rates have exceeded 

crop needs on the Eastern Shore, the Coastal Plain is associated with increased phosphorus 

concentrations in the soil; therefore, greater phosphorus losses can be expected from that region.  Soil 

erodibility and percent area in the Coastal Plain land-to-water variables are not applied to the rock type 

sources.  Phosphorus loads in the Phase 6 Model are dependent on stormwater runoff and sediment 

washoff as discussed in Section 4. 
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7.2.6 Nutrient Losses in Streams, Rivers, and Reservoirs 
In CBTN_v4, nitrogen decay occurs in free-flowing streams and rivers as well as reservoirs and other 

impoundments.  The amount of decay in streams and rivers is a function of travel time: the longer it 

takes to travel through a reach, the greater the capacity for denitrification.  The rate of decay is also a 

function of stream size, as measured by mean annual flow, and the 30-year (1971-2000) average 

maximum air temperature.  Smaller streams and streams in warmer climates have greater decay rates.  

Nitrogen losses in reservoirs are a function of the hydraulic loading rate, calculated as the mean annual 

outflow from an impoundment divided by its surface area.  The larger the hydraulic loading rate, the 

more riverine-like the water body, and the smaller the nitrogen losses.  The coefficient can be 

interpreted as an apparent settling velocity (Ator et al 2011), which includes, in addition to settling, 

other processes such as denitrification or algal uptake that contribute to the loss of nitrogen in 

impoundments.  

Phosphorus losses in streams and rivers are not included in CBTP_v4, however phosphorus losses in 

reservoirs and impoundments are.  Like nitrogen, they are a function of the hydraulic loading rate.  Ator 

et al (2011) suggest that the larger apparent settling rate for phosphorus, compared to nitrogen, implies 

that that physical settling is the dominant loss mechanism for phosphorus in impoundments. 

Tables 7-2 and 7-3 show the results of the Chesapeake SPARROW version 4 (Ator et al 2011), for 

nitrogen and phosphorus, respectively.  The mean square error (MSE) for the nitrogen model is 0.0836. 

The R2 on fluxes is 0.978 and the R2 on yields is 0.858.  For phosphorus, the MSE for the phosphorus 

model is 0.225.  The R2 for fluxes is 0.951 and for yields is 0.730.  The parameter estimates used to 

derive the Phase 6 land-to-water factors were based on these models and the DVFs which resulted.  

Table 7-2: Estimated Coefficients and Statistics from SPARROW Nitrogen Model of the Chesapeake Bay Watershed, Version 4 

Variable Estimate 90% Confidence Interval Standard Error P-value 

Sources 

Point sources (kg yr-1) 0.774  0.375 ς 1.17 0.242 0.0008 

Crop fertilizer and fixation (kg yr-1) 0.237  0.177 ς 0.297 0.0363  < 0.0001 

Manure (kg yr-1) 0.0582  0.0138 ς 0.103 0.0269 0.0157 

Atmospheric deposition (kg yr-1) 0.267  0.179 ς 0.355 0.0533  < 0.0001 

Urban2 (km2) 1090  707 ς 1480 234  < 0.0001 

Land-to-Water Delivery 

ln[Mean EVI for WY02 (dimensionless)] -1.7  -2.65 ς -0.737 0.58 0.0039 

ln[Mean soil AWC (fraction)] -0.829  -1.26 ς -0.401 0.26 0.0016 

ln[Groundwater recharge (mm)] 0.707  0.499 ς 0.916 0.126  < 0.0001 

ln[Piedmont carbonate (percent of area)] 0.158  0.0755 ς 0.241 0.05 0.0018 

Aquatic Decay 

Impoundments 

Inverse hydraulic load (yr m-1) 5.93  0.271 ς 11.6 3.42 0.0424 

Streams, time of travel (d)  MAQ =mean annual flow; T30 = 30 year mean maximum temperature 

{Ƴŀƭƭ όa!v Җ оΦпр Ƴ3 s-1) 0.339  0.0936 ς 0.585 0.148 0.0118 

Large (MAQ > 3.45 m3 s-1) T30 > 18.5°C 0.153  0.0622 ς 0.245 0.0551 0.003 

Large (MAQ > 3.45 m3 s-1ύ ¢ол Җ мрϲ/ 0.0131  -0.111 ς 0.137 0.0751 0.431 



Chesapeake Bay Program Phase 6 Watershed Model ς Section 7 ς Land-to-Water  
Final Documentation for Midpoint Assessment ς 10/1/2018 
 

 7-8 

Table 7-3:  Estimated Coefficients and Statistics from SPARROW Phosphorus Model of the Chesapeake Bay Watershed, Version 4 

Variable Estimate 90% Confidence 
Interval 

Standard 
Error 

P-value 

Sources 

Point sources (kg yr-1) 0.877  0.573 ς 1.18 0.183  < 
0.0001 

Crop fertilizer (kg yr-1) 0.0377  0.0171 ς 0.0583 0.0125 0.0014 

Manure (kg yr-1) 0.0253  0.0144 ς 0.0362 0.00658 0.0002 

Siliciclastic rocks (km2) 8.52  6.10 ς 10.9 1.46  < 
0.0001 

Crystalline rocks (km2) 6.75  3.25 ς 10.2 2.12 0.0009 

Urban2 (km2) 49  30.4 ς 67.7 11.3  < 
0.0001 

Land-to-Water Delivery 

Soil erodibility (K factor) 6.25  3.55 ς 8.95 1.63 0.0002 

ln[Well-drained soils (percent)] -0.1  -0.153 ς -0.0478 0.0317 0.0019 

Coastal Plain (percent of area) 1.02  0.681 ς 1.35 0.204  < 
0.0001 

ln[Precipitation3 (mm)] 2.06  0.567 ς 3.55 0.903 0.0237 

Aquatic Decay 

Impoundments- inverse hydraulic load (yr m-
1) 

54.3  12.1 ς 96.5 25.5 0.0174 

 

7.2.7 SPARROW Simulation with Land Classes as Sources 
The USGS performed new SPARROW simulations of nitrogen and phosphorus in the Chesapeake Bay 

watershed explicitly to help inform Phase 6 land class average loading rate as described in Section 2.  

These simulations used the acreage of the land classesτcropland, pasture, developed land, and natural 

landτas source categories, in place of the original source categories in the CB_V4 SPARROW models. 

The only source category retained from CB_v4 was point sources, though estimates of point source 

loads were updated using information from Phase 6.  Combined sewer overflows were also added as a 

source which, like point sources, is directly applied to river reaches.     

Like the SPARROW CB_v4 models, the new SPARROW simulations were set up to simulate inputs under 

2002 conditions.  The 2002 Phase 6 land use, which is tabulated at land-river segment scale, was 

disaggregated to the NHDPlus scale appropriate for inputs into SPARROW.  The land use disaggregation 

was based on the 10m-resolution raster datasets from the Chesapeake Bay Land Change Model (CBLCM) 

used in the beta versions of Phase 6.  Table 7-4 shows the mapping of CBLCM classes to land classes.  

Land class acreage, based on the 2002 Phase 6 land use, was assigned to catchments using the following 

steps: 

1. CBLCM land class area was determined for each catchment; 

2. These areas were aggregated to Phase 6 land classes according to Table 7-4; 

3. For each catchment, the ratio of the area of the Phase 6 land class to the total area of the Phase 

6 land class in the land-river segment was calculated; 

4. The 2002 Phase 6 land use was aggregated into land classes by land-river segment; and 
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5. For each catchment and each land class, the total 2002 land class area in the land-river segment 

was multiplied by the area ratio in Step 3 to obtain the area of a land class in a catchment. 

This method of disaggregating land use does not necessarily preserve catchment area, but was deemed 

appropriate, since the land class acreages are only being used as sources of nutrients, and not 

catchment areas, which are derived directly from NHDPlus.    

Table 7-4:  Phase 6 Land Classes for CBLCM Land Use Classes 

Phase 6 
Land 
Class CBLCM Land Use Class 
Developed Impervious Roads 

Developed Impervious Non-Roads 

Developed Turf Grass 

Developed Tree Canopy over Impervious 

Developed Tree Canopy over Turf Grass 

Natural Tree Canopy over Open Space 

Natural Open Space 

Natural Forest 

Natural Floodplain Wetlands 

Natural Other Wetlands 

Natural Tidal Wetlands  

Crop Cropland 

Pasture Pasture 

 

Table 7-5 and 7-6 give the coefficients for nitrogen and phosphorus, respectively, which were estimated 

by SPARROW in the simulations using land classes as sources.  The coefficients SPARROW calculates for 

these land-class sources provide an estimate of the average export rate of nutrients (in kg/km2/yr) 

across the Chesapeake Bay watershed.  These nutrient export rates were used to estimate the ratio of 

nutrient export among the land classes as described in Section 2.  The MSE for the nitrogen model is 

0.106 and the MSE for the phosphorus model is 0.279. For nitrogen, the R2 on fluxes is 0.971 and the R2 

on yields is 0.820. For phosphorus, these R2Ωǎ ŀǊŜ лΦфос ŀƴŘ лΦссрΣ ǊŜǎǇŜŎǘƛǾŜƭȅΦ 

 

Table 7-5: Estimated Coefficients and Statistics from SPARROW Nitrogen Model of the Chesapeake Bay Watershed, Phase 6 
2002 Land Class Acreage as Sources 

Variable Estimate Standard Error t-value P-value 

Sources 

Crop (km2) 2,552.46 357.80 7.13 2.83E-11 

Pasture (km2) 1,070.23 232.23 4.61 8.02E-06 

Developed (km2) 873.69 153.95 5.68 5.99E-08 

Natural (km2) 51.82 34.94 1.48 1.40E-01 

Point sources (kg yr-1) 0.90 0.27 3.29 1.23E-03 
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Septic systems (kg yr-1) 0.94 0.42 2.25 2.54E-02 

Land-to-Water Delivery 

ln[Mean EVI for WY02 (dimensionless)] -1.99 0.62 -3.20 1.64E-03 

ln[Groundwater recharge (mm)] 0.57 0.16 3.65 3.54E-04 

ln[Mean soil AWC (fraction)] -1.09 0.30 -3.58 4.52E-04 

ln[Piedmont carbonate (percent of area)] 0.19 0.06 3.29 1.22E-03 

Aquatic Decay 

Impoundments 

Inverse hydraulic load (yr m-1) 14.19 5.80 2.45 1.55E-02 

Streams, time of travel (d)  MAQ =mean annual flow; T30 = 30 year mean maximum temperature 

{Ƴŀƭƭ όa!v Җ оΦпр Ƴ3 s-1) 0.17 0.16 1.09 2.79E-01 

Large (MAQ > 3.45 m3 s-1) T30 > 18.5°C 0.16 0.06 2.60 1.02E-02 

Large (MAQ > 3.45 m3 s-1ύ ¢ол Җ мрϲ/ 0.09 0.09 0.95 3.43E-01 

 

The results of the nitrogen SPARROW model using land use as a source are consistent with other efforts 

as discussed in Section 2 of this documentation.  The source terms for point sources and septic should 

be close to 1 given that these loads are direct inputs to streams.  The values of 0.90 and 0.94 are 

indicators that the model was effectively estimated. 

Table 7-6: Estimated coefficients and statistics from SPARROW Phosphorus Model of the Chesapeake Bay watershed, Phase 6 
2002 land class acreage as sources 

Variable Estimate Standard Error t-value P-value 

Sources 

Crop (km2) 106.50 20.87 5.10 8.75E-07 

Pasture (km2) 35.26 13.33 2.64 8.93E-03 

Developed (km2) 35.98 9.31 3.86 1.57E-04 

Natural (km2) 7.43 2.24 3.31 1.13E-03 

Point sources (kg yr-1) 0.38 0.11 3.35 9.96E-04 

CSOs (kg yr-1) 3.49 3.37 1.03 3.02E-01 

Land-to-Water Delivery 

Soil erodibility (K factor) 5.13 1.29 3.97 1.07E-04 

ln[Well-drained soils (percent)] -0.14 0.03 -3.92 1.26E-04 

Coastal Plain (percent of area) 0.95 0.20 4.83 3.01E-06 

ln[Precipitation3 (mm)] 0.55 0.92 0.59 5.53E-01 

Aquatic Decay 

Impoundments- inverse hydraulic load (yr m-1) 89.09 38.02 2.34 2.03E-02 

 

The DVFs calculated in both the land use version of sparrow and the version 4 as presented above are 

similar and within the standard errors of each other.   One difference that stands out is the higher 

estimate of the effect of impoundments in the land use version of SPARROW for nitrogen.  Version 4 

DVFs were used for Phase 6 land-to-water factors, rather than the land class sparrow.  Since Phase 6 

land-to-water factors are responsible for estimating spatial variability, any spatial variability in the 

manure, fertilizer, and atmospheric deposition sources that is spatially correlated with the DVF variables 

will be incorporated in to the DVFs and therefore introduce bias in the DVFs of the land use SPARROW.  

For example, since cropland in the Piedmont carbonate happens to have higher fertilization rates than 
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cropland in other areas, the DVF for Piedmont carbonate in the land use model would likely be higher 

than the DVF for Piedmont carbonate in the model that incorporated cropland inputs.  Since the Phase 6 

Watershed Model also uses spatial variability in inputs, it is appropriate to use the version 4 SPARROW 

model for Phase 6 land-to-water factors.  Version 4 was also used in the calculation of the small stream 

and impoundment factors as described in Section 9. 

7.2.2 SPARROW Simulation of Sediment in the Chesapeake Bay Watershed 

The USGS recently completed an updated of a SPARROW model (Brakebill, et al, 2010) which simulates 

sediment in the Chesapeake Bay watershed.  Sediment sources included land use acreage in agricultural, 

forest, or developed land.  Table 7-7 shows the estimated coefficients.  The MSE is 0.878, the R2 for 

fluxes is 0.84, and the R2 for yields is 0.55.  The model estimates that sediment storage occurs in 

impoundments anywhere in the watershed but only in coastal plain streams.   

Table 7-7:  Estimated coefficients and statistics from SPARROW Sediment Model of the Chesapeake Bay watershed 

Variable Estimate 
Standard 
Error P-value 

Sediment Sources 

Agriculture 71.024 15.019 <0.001 

Development 2041.51 1096.131 0.032 

Forest 5.634 2.977 0.03 

Land-to-Water Delivery 
 

Piedmont Uplands 0.1 0.031 0.001 

K-Factor 8.77 3.013 0.002 

Aquatic Storage 

Streams in the Coastal Plain  

Storage, all streams BFL 1.27 0.419 0.003 

Impoundments 

Reservoir Settling Velocity 137.45 61.05 0.013 

 

The results of the SPARROW sediment model are preliminary and are subject to the following disclaimer 

from the USGS: 

This information is preliminary or provisional and is subject to revision.  It is being provided to 

meet the need for timely best science.  The information has not received final approval by the 

U.S. Geological Survey (USGS) and is provided on the condition that neither the USGS nor the U.S. 

Government shall be held liable for any damages resulting from the authorized or unauthorized 

use of the information. 

7.3 Phase 6 Land-to-Water Factors  

7.3.1 Calculation of Phase 6 Land-to-Water Factors 
As noted in Section 7.1.1, SPARROW land-to-water variables are input into the regression model 

centered on their average values.  The overall effect of the land-to-water variables has been called the 

delivery variation factor (DVF) (Hoos and McMahon, 2009): 
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Equation 7-3: Delivery Variation Factor 

DVFi Ґ ŜȄǇ όʰϝ½i) where 

ʰ Ґ vector of estimated land-to-water coefficients: and 

Zi = vector of land-to-water variables for catchment i, centered on average value for the Chesapeake Bay 

watershed. 

 

When all catchment variables equal the average value of the variables, the DVF is equal to one.  The 

DVFs can be greater or less than 1, depending on the relative size of the catchment variables and the 

sign of the land-to-water coefficients.  Therefore, a DVF is not a true delivery factor, but a measure of 

the deviation from average effects of transport from land to reaches. The overall effects of aquatic 

decay, on the other hand, can never be greater than one and can be interpreted as a true delivery 

factor. 

The Phase 6 land-to-water factors are based on the DVFs from SPARROW with one important difference.   

DVFs are calculated from regressions with centered variables.  Their aggregate effect is not constrained 

to be zero since there are spatial differences in loads.  In contrast, the Phase 6 land-to-water factors are 

re-centered with consideration of spatial differences so that they have no aggregate effect on loads.  For 

illustration, consider a simple example with two watersheds.  Watershed A has an initial edge-of-stream 

(EOS) load of 3000 with a DVF of 1.2.  Watershed B has an initial EOS load of 1000 with a DVF of 0.8.  The 

average DVF is 1, but the aggregate, weighted average DVF is 1.1.  To convert these to land-to-water 

factors, both DVFs are divided by the weighted average DVF.  Watershed A now has a land-to-water 

factor of 1.09 and watershed B now has a land-to-water factor of 0.73.  The total EOS load before and 

after the land-to-water factors are applied is now 4000. 

 

DVFs are calculated by land classes (crop, pasture, natural, and developed land) and applied at the land-

river segment scale.  Each NHDPlus catchment had a single DVF from SPARROW.  However, the four land 

classes were not evenly distributed between different catchments within a Phase 6 land-river segment.  

Weighting each catchment by the fraction of catchment in each land class allowed the development of 

separate DVFs for each of the four land classes for each land-river segment in the Phase 6 Model. 

A DVF for a land class at the land-river segment scale is the average DVF at the NHDPlus catchment 

scale, weighted by the land classΩǎ ŀǊŜŀ in the catchment in the land-river segment, according to the 

formula 

Equation 7-4: Area-weighted delivery variance factors 

ὈὠὊȟ  ὈὠὊzὃȟȾὃ ȟ 

Where: 
DVFLR,k = DVF for land class k at land-river segment scale 
DVFi = DVF in NHDPlus catchment i 
Ai,k  = Area of land class k in catchment i in land-river segment 
ALR,k = Total area of land class k in land-river segment 
N = number of catchments wholly or partially in the land-river segment 
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The land class areas for each catchment were taken from the 2013 High Resolution Land Cover, 

described in Section 5.  Land use from the High-Resolution Land Cover was aggregated to the NHDPlus 

catchment scale and further aggregated to land class acreage according to Table 7-4.   

7.3.2 Selection of SPARROW Land-to-Water Variables 
The structure of the Phase 6 Watershed Model and the CBTN_v4 and CBTP_v4 SPARROW models is 

similar in that input loads such are fertilizer and manure are multiplied by coefficients that relate to 

export loads and in that the loads are further modified by spatial factors related to watershed and 

riverine transport.  This allows the use of SPARROW land-to-water variables as Phase 6 land-to-water 

factors with some modifications.  Some land-to-water variables in SPARROW are counted as inputs in 

Phase 6 or are covered by other processes.  Discussion of Phase 6 sensitivities to inputs is in Section 4. 

The Phase 6 Phosphorus land use average loads are modified locally to incorporate sensitivity to runoff 

and erosion.  The Phase 6 sensitivity to runoff and erosion captures the impact that the SPARROW land-

to-water variables of precipitation and erosivity have on phosphorus transport. For that reason, these 

two factors were dropped from the calculation of phosphorus DVFs on Phase 6 land uses with runoff 

and erosion sensitivities.  Similarly, areas of high soil phosphorus, as measured by Mehlich-3 soil P, are 

generally found on the Coastal Plain.  Ator et al (2011) suggested that the significantly positive coastal 

plain land-to-water coefficient in the CBTP_v4 model was likely due to high levels of soil phosphorus 

which were not used as an input due to data limitations.  Since soil phosphorus is already an important 

determinant of land use loads in the Phase 6 Watershed Model, the land-to-water factor for percent 

Coastal Plain is redundant.  Therefore, phosphorus DVFs were calculated based on the percent well-

drained soils.  All land-to-water factors except percent area in the Coastal Plain were used to calculate 

DVFs for permitted feeding space and non-permitted feeding space land uses, where the sensitivity to 

runoff or erosion was not used at a prior point in the calculation.  Section 7.3.5 discusses land-to-water 

delivery from feeding space land uses in more detail.  

  



Chesapeake Bay Program Phase 6 Watershed Model ς Section 7 ς Land-to-Water  
Final Documentation for Midpoint Assessment ς 10/1/2018 
 

 7-14 

Duplication also occurs between nitrogen land-to-

water factors and sensitivities.  Ator et al (2011) 

state that the EVI probably represents the effect of 

plant uptake on nitrogen transport.  The larger the 

EVI, the less nitrogen is transported from fields to 

streams.  Phase 6 already accounts for plant uptake 

by using plant uptake as a sensitivity factor for 

adjusting average land use nitrogen export.  

Additional reasons speak against retaining the EVI 

in the nitrogen DVF.  Land use, which is directly 

accounted for in Phase 6, is highly correlated with 

density of vegetation.  The presence of impervious 

areas tends to lead to low values of EVI and 

consequently high values of nitrogen DVF.  The 

presence of the EVI leads to a wide range of values 

in the nitrogen DVF.  With the EVI, the maximum 

DVF at the land-river segment scale is 7.35; without 

the EVI, it is only 2.42.  As shown in Figure 7-3, 

these high values tend to be concentrated in urban 

areas like Baltimore City, Alexandria, or Virginia 

Beach, or in shoreline areas where the EVI is 

influenced by barren shore or water.  Most of these 

areas are downstream of SPARROW calibration 

ǎǘŀǘƛƻƴǎ ŀƴŘ ǘƘŜǊŜŦƻǊŜ ǘƘŜ 9±LΩǎ ŎƻƴǘǊƛōǳǘƛƻƴ ǘƻ ƘƛƎƘ 

DVFs cannot be justified on the basis of SPARROW.   Therefore, the EVI land-to-water factor was 

dropped from the calculation of the nitrogen DVF. 

7.3.3 Final Phase 6 Land-to-Water Factors 
Figure 7-4 through Figure 7-7 show the nitrogen DVFs on the land-river segment scale for crops, pasture, 

developed land, and natural land.  Figure 7-8 through Figure 7-11 show the corresponding phosphorus 

DVFs.  Error! Reference source not found.8 lists the Phase 6 land uses assigned to each SPARROW land 

cover class.  Feeding Space land uses and direct deposition from riparian pasture are special cases that 

are dealt with in the following section. 

As discussed above, the individual land-to-water factors are centered on their average values, so the 

DVF measures the effects of transport as they deviate from average conditions.  For this reason, the 

DVFs do not behave like sediment delivery factors which estimate the delivery from edge-of-field to 

edge-of-stream (EOS).  The edge-of-field scale for nutrients is not defined in the Phase 6 Model.   

In Phase 6, the DVFs are adjusted so that the Bay-wide total EOS load above the RIM stations is the same 

as the Bay-wide load from land simulation targets above the RIM stations and there is no net increase or 

decrease in the total EOS load from the application of the DVFs.  The adjustment was made by 

subtracting 0.1125 from the nitrogen DVFs and 0.036 from the phosphorus DVFs at the land-river scale. 

Figure 7-3: Delivery variance factors including EVI 
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Figure 7-4: Nitrogen crop delivery variation factors, final Phase 6 
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Figure 7-5: Nitrogen pasture delivery variation factors, final Phase 6 
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Figure 7-6:Nitrogen developed delivery variation factors, Final Phase 6 
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Figure 7-7:Nitrogen natural delivery variation factors, final Phase 6 
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Figure 7-8: Phosphorus crop delivery variation factors, final Phase 6 
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Figure 7-9: Phosphorus pasture delivery variation factors, final Phase 6 
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Figure 7-10:  Phosphorus developed delivery variation factors, final Phase 6 








